ADA Compliant Luxury
For those folks who require wheelchairs to get around, this unit
literally levels the playing field when it comes to high-end portable rest rooms. With its ramp, wide entrance, interior turning
radius and other features, this carefully engineered facility meets
all the requirements of the ADA for public rest rooms. Beyond
that, the unit’s interior is designed to please the eye of your most
discerning guests.
But perhaps the most innovative
feature is the “kneeling” function
that lowers the entire chassis to
level ground allowing the ramp to
be deployed without a significant
grade. Lowering and raising is
accomplished by a simple, battery
powered hydraulic system.
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ADA Compliant Luxury Unit (21 Feet Overall Length)
The philosophy behind this special unit is that the guests using it are first and
foremost, guests, and comfort and aesthetics are at the top of the list of specifications. That being said, the engineers have seen to it that the special needs
of disabled persons are met, and that this facility is fully compliant with federal
regulations governing the design of public rest rooms under the ADA.
Grab bars, of course, are a major feature and the commode is raised to facilitate
the transference of the user to and from a wheelchair. The sink is placed at the
proper height to allow wheelchair users to maneuver close enough to use easily.
Compact plumbing and no vanity keeps the area beneath the sink as free from
obstructions as possible.
Then the interior allows for a 60 inch turning radius for wheelchairs and the
doorway has a 36 inch wide opening and an 8.5 foot by 4.5 foot ramp which,
when deployed, is nearly level and close to the ground so there is practically
no grade. The unit is towed to the location on pneumatic tires and then “kneels”
so that the chassis sits on the ground. Raising and lowering the chassis is acccomplished via a battery operated hydraulic lift.

Accommodations

1 private cabin with an elevated commode, a sink with lighted make-up mirror, a wide door and ramp

Capacity

The number of people served will vary according to the length and nature of event.

Electrical Power

The unit operates on three separate 110 volt, 30 amp circuits (on separate breakers). Source should be
within 50’ of unit (recommended).

Electrical Connections

3 NEMA L5-20 receptacles.

Generator

Required where adequate power is not available.

Water Supply

Unit has a standard garden hose connection. Water access within 50 feet of the unit is strongly recommended. Hook-up requires a spigot with compatible connector and functioning turn-off valve.

On-Board Water

The unit can be delivered with 75 gallons of fresh water for hand washing and flushing commodes.
(Non-Potable) There is an additional charge for this option.

Auxiliary Water Supply

Required where water supply, or adequate water pressure (30-60 psi), is not available (additional charge).

Additional Fees

Relocation of unit after initial delivery. Optional amenity package, flowers.
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